
END N HEADWALL

STA 4+18.3 34.42' LT
FACE OF NORTH
HEADWALL

BEGIN N HEADWALL
STA 3+10.3 39.92' LT

EXTENT OF

REINFORCING

END S HEADWALL

STA 4+06.3 46.69' RT

FACE OF SOUTH

HEADWALL
BEGIN S HEADWALL

STA 3+02.3 41.40' RT

Plan Set Excerpt

from Project Plans

SHT OF

DRAWN

DESIGN

DATE

PROJECTREV.NO. DATE BY DESCRIPTION
P.O. Box 132

Fortuna, CA 95540
Phone (707) 725-CESR

(707) 498-7193
CesarettiEngineered.com

KCesaretti@att.net

1902 Hilfiker Lane
Eureka, CA 95503-5711
TOLL-FREE 800.762.8962

PH 707.443.5093 FAX 707.443.2891
WEB SITE www.hilfiker.com E-MAIL info@hilf iker.com 1

1902 Hilfiker Lane
Eureka, CA 95503-5711
TOLL-FREE 800.762.8962

PH 707.443.5093 FAX 707.443.2891
WEB SITE www.hilfiker.com E-MAIL info@hilf iker.com

5

KLC
KLC

TRIB. TO JOHNSON CREEK CULVERT

REPLACEMENT

WELDED WIRE WALLS PLAN VIEW
& GENERAL NOTES

7-8-20

HW 200522AW

7-8-20 KLC Initial .pdf Release

20-028

PLAN VIEW
SCALE: 1" = 20'

1. Design is based on the assumption that backfill within the reinforced soil

mass, methods of construction and quality of materials conform to the

requirements of WSDOT.

2. Soil Characteristics:

Wall Backfill:

Unit Weight: 130 pcf

Internal Friction Angle: 38°

Cohesion = 0 psf

Retained Backfill:

Unit Weight: 130 pcf

Internal Friction Angle: 36°

Cohesion = 0 psf

Foundation Soils:

Unit Weight: 135 psf

Friction Angle for Sliding: 40°

Cohesion = 100 psf

Traffic Surcharge Live Load (LL) - 250 psf

If actual characteristics, grades or dimensions of soil materials

differ from those listed above or shown on the plans, Hilfiker

Retaining walls shall be notified to evaluate the need to redesign.

3. If during construction, the wall location, structure location or

loads are different than that proposed in this plan set and

calculation package, HRW shall be notified to evaluate the need

for a redesign.

4. The design requires a non-saturated backfill. Surface and

sub-surface drainage control may be required to prevent

saturation of the backfill or relieve hydrostatic pressures.

5. Design Procedure:

Mechanically Stabilized Earth walls and Reinforced Soil Slopes,

FHWA report No. FHWA-NHI-00-043.

SUPPLIED QUANTITIES:

NORTH HEADWALL AREA: 1776 FT2

2

TOTAL WALL AREA: 3472 FT2

-10-
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WALL WIRE TYPE LEGEND

FINISH: HOT DIP GALVANIZED
SERVICE LIFE: 75 YEARS

TYPE 1 - 8X12 W7.0x3.5 MAT

TYPE 2 - 8X21 W7.0x4.0 MAT
NORTH HEADWALL - ELEVATION (REAR) VIEW
SCALE: 1" = 10'
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SCALE: 1" = 10'
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FACE OF WWF SOIL
REINFORCEMENT MAT

AT EXPOSED END OF
ALL TOP LIFTS, INSTALL BACKING
MAT AND FILTER FABRIC AS
SHOWN TO PREVENT
LOSS OF BACKFILL

FILTER FABRIC

CENTERLINE OF MAT
FACE = EDGE OF
BACKING MATS

BASE OF WWF SOIL
REINFORCEMENT MAT

H
=

W
A

L
L

H
E

IG
H

T

COMPACTED

BACKFILL

2' TYP.

DEFLECT CAP MAT (B1) IF

NEEDED FOR 18" MIN. COVER

PRONGLESS MAT (B1)

TOP LIFT ONLY

STANDARD

MAT (B2), TYP.

DRAINAGE SYSTEM IF
REQUIRED. DESIGN AND

SUPPLY OF DRAIN IS

NOT WITHIN HILFIKER'S

SCOPE OF WORK.

FACE OF WALL

B = BASE DEPTH OF WALL 4' MIN. BENCH

10% TOE BURY

OR 2' MIN.

GUARDRAIL,

(BY OTHERS)

2

1

ROCK FACE, SEE

DETAIL, THIS SHT

13.3' MAX

3" MIN.

NOT TO SCALE

ROCK-FACE DETAIL

NON-WOVEN FILTER
FABRIC (4 OZ. PER SQ. YD.
MINIMUM)

COMPACTED
BACKFILL

4"x3" WELDED WIRE BACKING
MAT

8"x21"WWF WELDED WIRE
MAT, TYPICAL WIRE SIZE
PER PROJECT PLANS

3"-6" ANGULAR ROCK, PARTICLE SIZE
NOT LESS THAN THE WIDTH OF THE
MINIMUM OPENING DIMENSION IN THE
BACKING MAT.

2'

MIN. 6" MAX.

2' BACKING
MAT, TYP.

BACKING MATS ALWAYS
EXTEND FROM THE HIGHER

STEP ELEVATION TO THE
LOWER STEP ELEVATION.

3' BACKING
MAT, TYP.

FACE OF WALL

MAT FACE AS
SHOWN ON

DEVELOPED
ELEVATION

FINISHED GRADE PER
PROJECT PLANS. TRIM
PRONGLESS MATS AND

BACKING MATS TO
GRADE AND PLACE CAP

MATS ALONG TOP OF WALL

FACE OF WALL

MAT FACE AS
SHOWN ON

DEVELOPED
ELEVATION

FINISHED GRADE PER
PROJECT PLANS
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8"X21" WWF STANDARD SOIL
REINFORCEMENT MAT

4"x3" WWF BACKING MAT, 8' WIDE

FILTER FABRIC
USED TO SEPARATE ROCK

FACE SECTION AREA

8"x12" WWF PRONGLESS SOIL
REINFORCEMENT MAT, TOP LIFT
ONLY

8"x12" WWF SOIL
REINFORCEMENT TOP
MAT (CAP)

NOT TO SCALE

WALL COMPONENTS

HOOK THE BOTTOM TRANSVERSE WIRE OF THE BACKING
MAT OVER THE VERTICAL PRONGS ON THE LOWER MAT.
ROTATE THE BACKING MAT TO VERTICAL AND CLIP THE
SECOND-TO-TOP TRANSVERSE WIRE ON THE BACKING
MAT TO THE TOP WIRE ON THE SOIL REINFORCEMENT
MAT.

PLACE THE SECOND COURSE OF SOIL REINFORCEMENT MATS WITH THE
BASE LONGITUDINAL WIRES RESTING ON THE TOP TRANSVERSE WIRE
OF THE BACKING MAT BELOW. SLIDE THE SOIL REINFORCEMENT MAT
INTO ALIGNMENT.

BRING THE FILTER FABRIC OVER THE FRONT AND TOP OF THE BACKFILL AS
SHOWN. PLACE THE ROCK IN THE FACE OF THE WALL. LEAVE A VOID AS
SHOWN.

PLACE THE BACKING MAT AGAINST THE INSIDE FACE OF
THE SOIL REINFORCEMENT MAT. CLIP THE
SECOND-TO-TOP TRANSVERSE WIRE ON THE BACKING
MAT TO THE TOP TRANSVERSE WIRE ON THE SOIL
REINFORCEMENT MAT.

STEP 5

STEP 6: TOP LIFT

STEP 4

STEP 1

STEP 2

PLACE THE TOP LIFT PRONGLESS MAT, BACKING MAT AND FILTER
FABRIC. PLACE AND COMPACT BACKFILL AND ROCK IN THE TOP LIFT.
HOOK THE CAP OVER THE MIDDLE TRANSVERSE WIRE ON THE
PRONGLESS MAT, AND ROTATE INTO PLACE. PLACE AND COMPACT
COVER OVER TOP MAT TO 1'-6" MINIMUM DEPTH.

INSTALL THE FILTER FABRIC AS IN STEPS 2 AND 3. PLACE AND
COMPACT THE BACKFILL AND ROCK TO THE BASE ELEVATION
OF THE NEXT MAT. REPEAT STEPS 2 THROUGH 5 TO THE TOP
LIFT.

STEP 3

INSTALL CONTINUOUS FILTER FABRIC AS
SHOWN

PLACE AND COMPACT BACKFILL

PLACE THE FIRST COURSE OF
SOIL REINFORCEMENT MATS
ON PREPARED FOUNDATION

TOP WIRE ON
BACKING MAT

HOG-RING

SECOND COURSE SOIL
REINFORCEMENT MAT

3" TO 6" ROCK

BACKFILL

TOP WIRE ON
BACKING MAT

FIRST COURSE

TOP WIRE ON
BACKING MAT

HOG-RING

TEMPORARY
CONSTRUCTION
STAKE, OPTIONAL

FILL THE VOID IN
THE LIFT BELOW

PLACE AND
COMPACT FILL
FOR TOE BURY

CAP

TOP LIFT
PRONGLESS
MAT

CUT TRANSVERSE WIRES ONLY
WHERE REQUIRED, AND BEND
LONGITUDINAL WIRES TO DEFLECT
AT INTERFERENCE

BASE OF WWF SOIL
REINFORCEMENT MAT

CLOSE END OF WALL AT APPURTENANCE
AS SHOWN IN "WELDED WIRE WALL END
AT APPURTENANCE" DETAIL, THIS SHEET

OTHER
APPURTENANCE

FACE OF WELDED
WIRE WALL

FILTER FABRIC

AT THE UPPER SURFACE OF THE CULVERT, THE TRANSVERSE WIRES IN THE BASE
OF THE MATS ARE CUT AND BENT AGAINST THE CULVERT AS SHOWN.

TO CLOSE A GAP IN THE FACE OF THE WALL AT THE TOP OF THE CULVERT

CULVERT

FILTER FABRICCUT A BACKING MAT AND
FILTER FABRIC TO FIT BACKING MAT

CUT DOWN A
STANDARD MAT
AND BEND IT AS
SHOWN TO FIT
AGAINST THE
CULVERT
AT THE TOP

CULVERT
CUT THE BACKING MAT AND
FILTER FABRIC TO FIT AGAINST
THE CULVERT

BASE OF MAT
(DO NOT CUT)

DO NOT
CUT OFF THE
LONGITUDINAL WIRES!

CUT THE TRANSVERSE
WIRES ONLY

LIFT AND BEND THE
LONGITUDINAL WIRES
TO FIT AGAINST
THE CULVERT
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